
Mactac® Medical offers a complete line of non-woven tape products for 
Electromedical, wound care and bandage applications. 
Our product offering includes 2.4oz and 1.3oz basis weight spunlaced polyester. The Spunlace non-woven 
products offer breathability and higher MVTR for wound care applications, and the elastic fabric product is 
excellent for use in bandage applications.  All products have been independently tested following ISO-10993 
Guidelines.

Applications:
EKG/ECG Single Use Electrodes • TENS Electrodes • Wound Care Dressings  
IV Securement • Bandage

Features & Benefits:
Wear Times Up to Five Days • ETO and Gamma Sterilizable • Comfortable and Conformable  - 
Bio-Compatibility Tested • Latex-Free
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Non-Woven Tape - Single Coated

TM8100 Custom 2.4 oz White 160 Acrylic 1.8 60# PCK ✓ ✓ ✓ ✓ 60” 750’ 0.40 M

TM8150 Custom 2.4 oz Tan 160 Acrylic 1.8 60# PCK ✓ ✓ ✓ ✓ 60” 750’ 0.40 M

TM8101 1.3 oz White 160 Acrylic 1.8 60# PCK ✓ ✓ ✓ 60” 750’ 0.35 S

Please request Mactac Performance Guides for detailed product information. Contact your sales representative or customer service for more information.
Shelf Life: Two years from date of manufacture, when stored at 75°F (24°C) and 50% relative humidity or less.  It is recommended the product be stored in its original package, until ready for use.

Product Key (Standard roll size:  60” unless otherwise noted)

Liner

60# PCK = Polycoated Kraft


