
 
     

Roll Label
PSA-coated papers and films in roll-to-roll form. 

Extensive product options, available customization, 
varying roll lengths and widths, and customer 

friendly services, like our Mactac PreciseSM Program, 
which offers a precise amount of material needed 

for small runs and limited applications. 
www.mactac.com/rolllabel

Durable Labelstocks featuring industry 
proven PAT1 and automotive approved 

P0066 aggressive acrylic adhesives for a 
converter-friendly balance of high initial tack 

and low edge bleed. 

PAT1 is a versatile, industry proven, low ooze 
permanent acrylic adhesive used in a wide variety 
of general durable applications and conditions 
with excellent mandrel hold, extreme chemical 
and solvent resistance and ultimate adhesion to 
various high and low energy substrates.

P0066 is a low ooze acrylic adhesive with higher 
tack and ultimate adhesion designed for difficult 
to adhere to low energy textured surfaces.

INDUSTRIAL 
Low Ooze, High Adhesion 
Durable Labelstocks
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Features

• Good adhesion to high and low energy surfaces
• Cleaner on-press and thermal transfer print performance
• Reduced risk of label pick-off
• Suitable for prolonged outdoor use
• Adhesive has heat durability up to 302°F
• UL969 Recognized
• Very good chemical resistance, heat resistance  

and UV resistance

Potential Applications

• Durable goods
• Electronics
• Appliances
• Automotive
• Medical

* Test condition: 225lbs load at 140°F for 24 hours

Part Number Facestock Adhesive Release Liner UL Approved
FAD4954 2.0 mil Clear Gloss Polyester PAT1 45# White Glassine n

FCD4954 2.0 mil White Semi-Gloss Polyester PAT1 50# White Glassine n

FED4954 2.0 mil Bright Silver Polyester PAT1 45# White Glassine s

FFD4954 2.0 mil Chemical Matte Silver Polyester PAT1 45# White Glassine n

LTC01229 2.2 mil White Matte Laser Polyester PM 63# Ivory Kraft -
LTC02025 2.0 mil Physical Matte Silver Polyester PAT1 45# Blue Glassine s

LTC02573 2.0 mil Matte Silver VOID Polyester PAT1 50# White Glassine n

LTC02574 2.0 mil Bright Silver VOID Polyester PAT1 60# Blue Glassine s

LTC09400 3.1 mil White YUPO Polypropylene PAT1 60# Blue Glassine s

FCD0654 2.0 mil White Gloss Polyester P0066 45# White Glassine s

FFD0654 2.0 mil Chemical Matte Silver Polyester P0066 45# White Glassine s

For more information on Mactac’s Durable Labelstocks or other high-quality products available from Mactac®,  
call 800-548-3456, e-mail Mactac.Americas@mactac.com or visit mactac.com/rolllabel.   
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Comparison of Adhesive Ooze
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